Read before installation. C hb
All bolts have to be finaly tighten after installation all parts on vehicle. Ful Cras ars
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Read before installation. yakkexp #yakkherd
All bolts have to be finaly tighten after installation all parts on vehicle.

Mount the crash bar as shown in the attached image, using the appropriate bolts, washers,and spacer sleeves according to the respective drawings
atthe mounting points. [Fig.61

[Fig.2] Insert partI[81(Frame support)into the tube ends of parts[2](Left crash bar) and [11(Right crash bar).

[Fig.3] Alignit properly and pushitinuntilit seats fully. Thentightenthe bolt so that part[8lis firmly securedinside theendsof[1landl2].
[Fig.4]-Fasten part[2](Left crashbar) with bolt [91(Bolt M8x55 - DIN 7380), using washer[101(Washer M8 - DIN125) and spacer[4]1(SpacerH32).
[Fig.5]-Fastenpart[2](Leftcrashbar)with bolt [81(Bolt M8x50 - DIN 7380), using washer[101(Washer M8 -DIN125) and spacer[B1(SpacerH238).
[Fig.7]-Fasten part[2](Leftcrashbar) with bolt [Z1(Bolt M8x40 - DIN 7380), using washer[101(Washer M8 - DIN125) and spacer[6]1(Spacer H16).

Useamedium-strengthadhesive. ;
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Read before installation. yakkexp #yakkherd

All bolts have to be finaly tighten after installation all parts on vehicle.
Mountthecrashbarasshownintheattachedimage, usingthe appropriate bolts,washers,and spacer sleevesaccording

totherespectivedrawingsatthe mounting points. [Fig.81
[Fig.11]-Fasten part[1l(Right crashbar) with bolt [91(Bolt M8x55 - DIN 7380), using washer[101(Washer M8 - DIN 125) and spacer[4]1(Spacer H32).

[Fig.12]-Fastenpart[l(Right crashbar)with bolt[81(Bolt M8x50-DIN7380), using washer[101(Washer M8 -DIN125) and spacer[Bl(SpacerH28).
[Fig.10]-Fastenpart[l(Right crashbar)withbolt[Z1(Bolt M8x40 - DIN 7380),using washer[101(Washer M8-DIN125) and spacer[81(Spacer H16).

Useamedium-strengthadhesive.

2 AN OEM

| 5
LT EXPLORE
YolkK ex- e 3L POSSIBILITIES




yakkexp #yakkherd

Read before installation.
All bolts have to be finaly tighten after installation all parts on vehicle

[Fig.13]-Fasten[1l(Right crashbar) with[2](Left crashbar)using bolt[101(Bolt M6x16-DIN 7380), using washer[101

[Fig.141]- Alignthecrashbarsalongthe motorcycle axis,thentightenallboltstotheappropriate torque
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