Read before installation.
All bolts have to be finaly tighten after installation all parts on vehicle. Skid plate
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M Initially, attach the screwsloosely. -
akkex #yakkherd
After assembling everything together, tighten them with the appropriate force. Y P Y

1. Unscrew the screws and remove the engine cover - OEM [Fig. 21, [Fig- 31

2. Unscrew the screws and remove the bracket engine cover [Fig. 4]

3. Unscrew the screws and remove the OEM bolts [Fig.4]
4. Unscrew the screws and remove OEM skid plate bracket [Fig. 4], [Fig. 5]
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M Initially, attach the screwsloosely. yakkexp
After assembling everything together, tighten them with the appropriate force.

#yakkherd

5. Install and loosely fasten front bracket [81 using the OEM bolt through
spacer[5] [Fig. 71, [Fig. 8]

6.Install the sliding sleeve [Blinto the rear bracketl2][Fig. 91
7.Installand fasten rear bracket [2] using the OEM [Fig.10] , [Fig. 11]
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I Initially, attach the screws loosely. -
akkex #yakkherd
After assembling everything together, tighten them with the appropriate force. Y P Y

8. Install and fasten skid plate [1] to the front bracket using bolts [8] and washers [4] [Fig.1l, [Fig.12]
9. Install and fasten skid plate [1] to the rear bracket using bolts [7] [Fig. 1], [Fig.12]

Align the skid plate and fully tighten all bolts to the specified torque
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