Read before installation.
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Read before installation. kk #vakkhenrd
All bolts have to be finaly tighten after install yarex® va =

1. Attach rubber buffers [11] and to the engine guard [1] and rear bracket [3] according to the dimensions [mm] shown
in the drawing. [Fig. 2], [Fig. 3] 1! Degrease the surface before attaching rubber buffers.

2. Unscrew the bolts. [Fig. 4]

3. Unscrew the bolts and remove the orginal engine cover - OEM [Fig. 51

4. Unscrew the boltand remove
bracket OEM engine cover. [Fig. 3]
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Read before installation. kk #vakkherd
Allbolts have to be finaly tighten after install yarHexp ve =

5. Unscrew and remove the OEM bolt [Fig.7]
8. Install and loosely fasten the Rear Bracket [3] using bolt [6] with washer [9]. [Fig. 11, [Fig. 8], [Fig. 91, [Fig. 11]
7.Loosely fasten the Rear Bracket [3] using bolt [8] with washer [9] and spacer [12]. [Fig. 11, [Fig. 101, [Fig.11]

Use a medium-strength adhesive
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Read before installation.
yakkexp #yakkherd

Allbolts have to be finaly tighten after install
8. Unscrew the OEM bolt, install the Front Bracket [2] by sliding it into the mounting talbs, then reinstall and fasten it using

the OEM bolt. [Fig-12], [Fig.13] Use a medium-strength adhesive
9, Fasten the front bracket [2] using bolts [7]. [Fig.1l,[Fig.12], [Fig.13] Use a medium-strength adhesive

10. Loosely fasten the engine guard [1] to the rear bracket [3] using bolts [4]. [Fig. 1], [Fig.141,
1. Loosely fasten the engine guard [1] to the front bracket [2] using bolts [5], and washers [10]. [Flg. 11, [Fig. 151,

Use a medium-strength adhesive.

Tighten all bolts to the specified torcue for their respective sizes.
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